






































































MAXIMUM SECURITY 


Newest principle in the development of locking devices ••• providing the 
ultimate in safety and security wherever locking protection is required . 



MS*1850 


MAXIMUM SECURITY 1850 DEADLOCKS 
FOR SWINGING GLASS DOORS 

The universally accepted Maximum Security 1850 Series 
Deadlock is a new concept that swings a counterbalanced 
armored bar of steel into a position of Maximum Security 
achieving a full 1%" throw from a minimum backset As 
much bolt is retained within lock stile as is projected, mak¬ 
ing forced entry impossible without complete destruction. 

A 360° turn of the key throws or retracts the counterbal¬ 
anced bolt. Key can be removed only when bolt is in a posi¬ 
tively locked or unlocked position. Patented. 


Series 

MS I 850 

CASE SIZE 

5 7 /a"x l"x Wz" (P/ 2 " depth is for 7 /8" backset. For other 
backsets, depth is determined by adding Vs" to backset.) 

MOUNTING EACE 

7Vi" x P/a" 

MATERIAL- 

Steel 

CYLINDER TYPE 

Standard 1% 2 " diameter cylinder, not furnished but available. 

BACKSET 

P/a" 

FACEPLATE 

Aluminum armored faceplate, 7%"x 1!4" MS 1850-flat, 

MS 1851-rounded, MS 1852-bevelled (LH or RH) 

BOLT 

Hardened steel chrome plated bolt Vs" x l 3 /s" 

with 1 3 /a" throw. 


Optional. Box type, 5" x 1 Vi" x l 3 /a" 


Satin aluminum anodized 

SHIP WEIGHT 

P/ 2 lbs. 


* All steel parts are plated for rust resistance. 


MS°Et 1851 


Series 


MS®n 1851 


TWO-WAY LOCK FOR PAIRS OF 
SWINGING GLASS DOORS 

The MS H 1851 Two-way lock is specifically designed for 
the control of'main and obvious"entrance pairs of doors for 
places of public assemblage. Key controlled by manage¬ 
ment. A single operation simultaneously locks or unlocks 
both doors. 

Operated by standard !%{’ mortise cylinders from both 
sides. A 360° turn of the key throws or retracts both bolts. 
Key can be removed only when unit is positively locked or 
unlocked. 


MATERIAL 


ALL STANDARD MS 1850 SERIES DEADLOCKS 
LISTED ABOVE ARE PREPARED TO RECEIVE 4015 MS II 
TWO-WAY CONVERTER 

Zinc plated steel mechanism and hardened steel 
Threshold Bolt 


BOLT SIZE 


4015 Threshold Bolt Vz" Diameter x %" Throw 


CYLINDER HEIGHT 


Adjustable from 34" to 49" 


Heavy Zinc Plate 


Bottom Guide Furnished 


STRIKE 


Floor strike furnished when specified (Specify only when 
metal threshold not used) 


lb. 










































































ADAMS-RITE 


Ad 

&OAMS-RITE LOCKS ...Functionally designed to complement all modern doors 


1848 


DEADLOCK FOR NARROW STILE 
SLIDING GLASS DOORS 

Ruggedly constructed for hard usage, yet its compact size 
permits installation within the narrowest stiles of steel 
or aluminum sliding doors. Installed with any type surface 
pulls for thumb turn or cylinder operation. The heavy bolt 
is adjustable a full in projection by simply turning a 
screw in the face. This adjustment compensates for pos¬ 
sible misalignment of the door and the jamb. A slot in 
metal jamb serves as strike. USA Patent 2789852 


THUMB TURNS 

No. 117 is complete with wash¬ 
er, tension spring and cotter 
key, ready for mounting in 
manufacturer’s own surface 


No. 4000 has its own rectang¬ 
ular mounting escutcheon for 
application directly to the stile 
wall. Available from stock in 
U S. 27, (Satin Aluminum). Rec- 


pult. Available from stock in tangular escutcheon measures 

U.S. 27. 17/a" x Va". 


>r U 


CASE SIZE 


MOUNTING FACE 


MATERIAL- 


CYLINDER TYPE 


BACKSET 


BOLT 


SHIP WEIGHT 


NOTE 


1848 


3%"xl 1 /8"x 1 /2" 


3%"x Vi" 


Steel 


No. 4025 Standard cylinder mount is surface applied and 
also serves as outside pull. Can be supplied to tie in with 
most key systems. 




Heavy steel hook type bolt with adjustable projection 


VS lb. 


1848-2 Face has radiused ends 
1848-3 Standard case less mounting ears. 

•All steel parts are plated for rust resistance. 


4050 

Series 

4050 

■ 

DEADLOCKING LATCH WITH 

CYLINDER OPERATED HOLDBACK 

This narrowest case deadlocking latch fulfills the special 
requirements of hospital, bank and other commercial build¬ 

CASE SIZE 

Wi" x %" x Wz" (IV 2 " depth is for 7 /g" B/S. For other 
backsets, depth is determined by adding Vs" to B/S) 


MATERIAL * 

Steel Mechanism 


ing entrances where two-way or exit-only traffic control is 
desired. It has the extra security of a cylinder operated 

nf tho Tho nouu HoaHlotph hnlt Hocion 

CYLINDER TYPE 

Standard 1% 2 " diameter cylinder, not furnished but available 


BACKSET 

Vs", 1", IVs" 


nUIUUdLK UI IIIc IdlUIUUll. Iilc ilfcJW UtJdUldLLII UUIL UCdlgll 

simplifies installation with electric openers. Handing is 
completely reversible. Interchangeable with 4070 Deadlock 
of the same backset. Patent applied for. 

FACEPLATE 

Aluminum armor faceplate 

4050 — Flat, 4051 - Rounded, 4050 — Beveled (LH or RH) 


BOLT 

Vs" x 1" x Vz" Throw. Chrome plated brass with hardened 
steel pins 


HANDLES 

Mn 41 fid fnr cxpnprpl iicp Hpc cnrino rpfnrn to nrnlnncr look 

STRIKE 

2 Va" x 1 Vs" with Vs" deep box 


liu. HLOU 1U1 gClICI dl Uoc. ndo o(Jllllg IclUIII LU piUMJNg IUUIV 

life. 3y 2 " long and projects 2" from door surface, allowing 

FINISH 

Satin aluminum anodized 


ample hand clearance. 

No. 4165 for infrequent or emergency use. l 7 /s" long pro¬ 
jects from door only %" and is operated by fingertips. 

SHIP WEIGHT 

1 lb. 



•All steel parts plated for rust resistance. 

u 

















































1849 

MS 1849 TWO POINT 
DOOR BOLT 

Designed to replace conventional 
flush extension bolt in the inac¬ 
tive leaf of a pair of hollow metal 
narrow stile swinging glass doors 
-operates in conjunction with 
Wa " x W bolt thrown from 
active door. One-half turn of 
aluminum handle locks or unlocks 
inactive leaf. Active leaf deadbolt 
cannot be thrown unless 1849 is 
locked. Stocked with 48" handle 
height, overall length 83%" 
(Adjustable to 88%"), US 27, and 
in right (1849-2) or left (1849-3) hand. Other 
lengths and handle heights can be furnished on 
special order. 



DEADLOCK FOR NARROW 
STILE SWINGING DOORS 

This narrowest case cylinder deadlock Is interchange¬ 
able (in the same cutout) with the new 4050 Dead¬ 
locking Latch. Provides economical deadlocking for 
rigid narrow stile swinging doors plus the strength 
of all-steel construction. Like all Adams-Rite narrow 
stile locks, the 4070 operates with any standard l s /j/' 
mortise type cylinders. Available In three backsets: 
1", lVfe". 

Three armoured faceplate shapes*. 4070-flat, 4071- 
rounded, 4072-bevelled (LH or RH). 

Stock finish: US27. Patent applied for 





SLIDING DOOR 
OR WINDOW LATCH 

This inexpensive latch offers simple latch action for 
narrow-stile sliding units. Only two drilled holes are 
necessary for stile preparation. Strike is surface 
mounted. Unit may be locked or unlocked by finger 
pressure on protruding portion of “butterfly” type 
control arm. Functions efficiently in rigid installa¬ 
tions. Neither cylinder application or adjustability of 
bolt projection are provided. 

Sturdily constructed with aluminum escutcheon, 
zamac bolt, and steel strike, plated for rust resist¬ 
ance. Escutcheon measures 3” x x Several 
combinations of strike sizes and projections are 
available to fit varying conditions. 



ALL-PURPOSE DEADLOCK 
WITH SEPARATE LATCH 

All purpose deadlock-latch for swinging doors. Latch 
bolt can be held retracted, allowing choice of either 
a free-swinging or latch-action door. Latch action is 
desirable when heavy wind or draft conditions keep 
a swinging door ajar. Latch bolt is handle operated 
from both sides (2 handles furnished). The separate 
deadbolt with W' throw gives positive security and 
may be operated by cylinder or thumb turn from 
either side. Lock takes any standard 1-5/32" cylinder, 
(not furnished, but available). Case size 5 7 /a" x 1" x 
IV 2 " (lVi" depth based on %" backset. For other 
backsets (1", lW') add %" to backset for depth 
dimension). Mounting face 7Vi" x lVs". Stock finish: 
Satin aluminum anodized. Lock No. 1340 (flat). No. 
1341 (rounded), No. 1342 (bevelled), are identical 
except for aluminum armor faceplate shape. 




118 


CYLINDER DEADLOCK FOR 
HEAVY SLIDING DOORS 

The answer to the problem of locking heavier type 
sliding doors. This JIMMY PROOF mortise lock, with 
expanding bronze deadbolt, is designed to offer rug¬ 
ged service and the utmost security for such Instal¬ 
lations. Special cams furnished with each lock to 
allow operation by any standard 1-5/32” diameter 
cylinder on one or both sides Specify make of 
cylinder to be used. One complete turn of key extends 
or retracts expanding deadbolt. There is no latch 
action. Cylinders not regularly furnished, but avail¬ 
able.Standard thumb turns (No. 118, illustrated above, 
right) can also be used opposite cylinder Heat-treated 
aluminum alloy case measures 3 7 /b” x 21 / 4 " x 7 /e". 
Bronze face 53 / 4 " x 15/16” available in US 3, 10, 26D. 


No. 118 THUMB TURN 

Where key operation on one side is adequate or emer¬ 
gency operation Is required, order the 118 Thumb 
Turn which is easily installed in place of regular 
1-5/32" diameter cylinder. Available from stock in 
three finishes. US 3, 10, 26D. It is recommended for 
use with Adams-Rite 1131 & 1340 Deadlocks. 




BALL LATCHES 234 and 434 

The free-rolling ball Is the secret. Double adjust¬ 
ment allows control of both projection and tension, 
compensating for swelling, shrinkage, drafts, and 
weight of door. Made of brass, In two sizes. No. 234, 
2V 8 "x1". No. 434, 1V 2 "x 3/4". Finishes: US 3,10, 26, 
26D. 



DUANE C. LYLE 

P.O. Box 538, 4085 Laguna Way 
Palo Alto, California 


FRANK J. MARTIN COMPANY 

821 East 86th Street 
Seattle 15, Washington 


F. A. MCGUIRE & SON 
51 Martin Bldg., 115 Genesee Street 
Utica 2, New York 


JOHN N. TWEEDY CO**_ 
P.O. Box 426, 4 Pearl 
Dedham, Massachus^ 


JOHN P. CLEVELAND 
1706 “I” Avenue 
New Castle, Indiana 

T. F. GERAGHTY 

61 West Kinzie Street 
Chicago 10, Illinois 


MID-WEST 


ROY C. GITSCHLAG 
1843 Hunt Club Drive 
Grosse Pointe Woods 36, Mich. 

KENNEDY AND SHORE 

1204 Waltower Bldg., 102 East 9th Street 
Kansas City 6, Missouri 


SOUTH 

ROY C. JOINER COMPANY S. H. KEMP COMP A — 

Vienna, Georgia 2808 Oak Lawn, Dallas ^ c _ 

CANADA 

WM. JOHN PATRICK LTD. 

550 Hopewell Avenue, Toronto 10, Ontario, Canada 


Fine Hardware for 


Over Half a Century 


For additional detailed information and specifications, write 

ADAMS-RITE 


MANUFACTURING CO. 


Printed in USA 
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